
 

 

 
 

 
  
 

  

 

Operating temperature from 

-20°C to +80°C (-4°F to +176°F). 

 

Stress class B, type 3 in 

accordance with DIN EN 10290. 

 

Solvent-free. 

 

Outstanding balance of flexibility 

and hardness. 

 

Can be used as factory or 

construction side coating. 

 

DEKOTEC GmbH stands for experience, quality and reliability in the field of corrosion prevention and sealing technology. The success is based 

on  the  development  of  the  Petrolatum-Tape  which  was  already  developed  in  1927  as  the  first  product 

worldwide  for passive corrosion  prevention  of  pipelines. We establish and guarantee the highest quality standards with technically trend-

setting products. Research, development and production take place exclusively in Germany. Our employees are continuously implementing 

safe and individual solutions in a personal cooperation with the customer. 

LIQUITOL®-FK2 is a two component 

polyurethane coating for the application 

by airless hot spray processes. 

LIQUITOL®-FK2 is outstandingly quali- 

fied for a permanent corrosion preven-

tion of buried steel pipes, armatures 

and containers. LIQUITOL®-FK2 is also 

qualified for the especially high re-

quirements in the area of soil to air in-

terface areas of pipelines. 

LIQUITOL®-FK2 can be used for factory 

coatings as well as for field coatings and 

therefore it can be used in the rehabili-

tation area as well as for new construc-

tions. 

The high hardness in combination with 

good stretchability provides a high de-

gree of resistance against mechanical 

damages. 

Based on these properties, LIQUITOL®-

FK2 is, for example, used very success-

fully for the renewal of corrosion pre-

vention coatings in gas compressor sta-

tions. 

LIQUITOL®-FK2 fulfills the requirements 

of DIN 30677-2 and DIN EN 10290 (class 

B, type 3) and it is therefore qualified 

for high mechanical stresses at operat-

ing temperatures up to +80°C (+176°F). 

As the coating material for smaller ar-

eas as well as for holiday repairs, 

LIQUITOL®-FK2 C can be applied by a 

palette-knife and is available as a vari-

ant in practical two chamber cartridges.



 

DEKOTEC GmbH 
P.O. Box 150120 | 51344 Leverkusen | Germany 

Phone: +49 214 2602-0 

www.dekotec.com | info@dekotec.com  

 Our product information, our application recommendations and other  

product related documents are made for your convenience only.  

Since many installation factors are beyond our control, the user shall 

determine the suitability of the products for the intended use and  

assume all risks and liabilities in connection therewith.  

All information contained in this document is to be used as a guide and  

does not constitute a warranty of specification. The information contained 

in the document is subject to change without notice. For this reason, no liability  

can be accepted for inaccurate advice or any failure to provide advice. 

   The user is responsible for checking the applications of the product and  

verifying its suitability for the intended use. 

Our General Terms of Sale, which are available at www.dekotec.com, shall  

be decisive without any exception. 

This is a translation from the original German product information. 

In case of any discrepancy or any dispute arising on the interpretation of this  

product information, the German text of the respective German product  

information, which is available at www.denso-group.com, shall be decisive.  

The legal relationship shall be governed by German law.                            07.2019 

 

Property Component A Component B 

Color Black Brown transparent 

Dyn. viscosity, (mPas) 

+25°C (+77°F) 13000 160 

+50°C (+122°F) 1500  

+70°C (+158°F) 300  

Density (g/cm³) app. 1.39 app. 1.23 

Mix ratio 
Weight 100 36.36 

Volume 100 40.9 

   

 

Property Unit 
LIQUITOL®-FK2 

Typical value 
Required value Test method 

Impact resistance 
+23°C (+73°F) J/mm >7 >5 EN 10290 

-5°C (+23°F) J/mm >3 >2 EN 10290 

Indentation resistance 
+23°C (+73°F) mm <0.15 ≤0.2 EN 10290 

+80°C (+176°F) % ≤29 ≤30 EN 10290 

Hardness 

+5°C (+41°F) Shore D 77 ±3 - ISO 868 

+23°C (+73°F) Shore D 74 ±3 - ISO 868 

+40°C (+104°F) Shore D 66 ±3 - ISO 868 

Cathodic disbondment +60°C (+140°F), 2d mm <6 ≤8 EN 10290 

Pull-off adhesion 
+23°C (+73°F) MPa >16 >7 EN 10290 

+80°C (+176°F) MPa >3 - EN 10290 

Pull-off adhesion after thermal aging (100 d. 100°C (+212°F))  MPa >17 - EN 10290 

Adhesion (knife test) 
+23°C (+73°F) mm <1 <3 EN 10290 

+80°C (+176°F) mm <2 <5 EN 10290 

Elongation at break % >15 >10 EN 10290 
     

 Packaging 
Content 

Weight (kg) app. volume (l) 

Component A 
Hobbok 35 25,5 

Barrel 245 175 

Component B 

Bucket 12 9,7 

Hobbok 32 26 

Barrel 225 183 

    
  Additional packaging sizes available on request. 

In its original packing and under adherence to the storage conditions, LIQUITOL®-FK2 can be stored for at least 12 months after the 

production date.  

Storage temperature: Component A: +5°C to +30°C (+41°F to +86°F) Component B: +15°C to +30°C (+59°F to +86°F).  

The product must be stored in a dry and frost free location. 

 


