
 

 

 

 
 
 
 

 

 

 

 

For design temperatures of 

-100°C (-148°F) to +60°C (+140°F). 

 

Superior, long-lasting protection 

against corrosion. 

 

Suitable for refrigeration pipelines and 

plant. 

 

Permanently elastic even at low 

temperatures. 

  

 
DEKOTEC GmbH stands for experience, quality and reliability in the field of corrosion prevention and sealing technology. The success is based 

on the development of the Petrolatum-Tape which was already developed in 1927 as the first product 

worldwide for passive corrosion prevention of pipelines. We establish and guarantee the highest quality standards with technically trend-

setting products. Research, development and production take place exclusively in Germany. Our employees are continuously implementing 

safe and individual solutions in a personal cooperation with the customer. 

 

 

PLASTELEN®-KW is a permanently 

plastic, petrolatum-based corrosion 

protection mastic.  

PLASTELEN®-KW is optimized for 

corrosion prevention on cooling 

pipes and pipeline parts. As one 

example, PLASTELEN®-KW can be 

applied to half-shells or plates that 

are then attached as thermal insu-

lation to refrigeration lines. Once 

coated, these half-shells can then 

be applied to the pipelines.  

Thanks to the excellent stability ex-

hibited by PLASTELEN®-KW, no ad-

ditional fixing materials are re-

quired. 

PLASTELEN®-KW reliably wets the 

pipe surface while sealing the sur-

face against moisture. 

Once applied, half-shells can be 

wrapped with a BUTYLEN 2-layer 

tape (e.g. BUTYLEN-PE3) and so 

fixed in place. 

Thanks to the permanently elastic 

qualities of PLASTELEN®-KW, insu-

lation and coverings can be easily 

removed, ensuring that plant com-

ponents remain easily accessible. 

 

 

Characteristic Unit Typical value 

Color – White, cream-colored 

Density g/cm³ 1.26 (approx.) 

Application temperature 

Environment °C (°F) -10 to +50 (+14 to +122) 

Pipe surface °C (°F) -10 to +30 (+14 to +86) 

Mastic °C (°F) -10 to +30 (+14 to +86) 

Operating temperature °C (°F) -100 to +30 (-148 to +86) 

Thermal stability, short-term °C (°F) +60 (+140) 
   

 

 



DEKOTEC GmbH 
Felderstrasse 24 | 51371 Leverkusen | Germany 

Phone: +49 214 2602-0 | info@dekotec.com 

www.dekotec.com 

 Our product information, application recommendations and other  

printed publications provide advice to the best of our knowledge and 

indicate our level of knowledge at the time of printing. The content is  

not legally binding. Therefore, no liability is assumed for incorrect and  

missing advice. The applicator is obliged to check the suitability and 

possibility of application for the intended purpose. Unless otherwise 

specified, all of the brands named are trademarks, at least registered  

in Germany, which are protected by law. 

 Only our general terms and conditions of sale, which you will find at 

www.dekotec.com, apply. This is a translation from the original German  

product information. In case of any discrepancy or any dispute arising on 

the interpretation, the German text of the respective German product 

information, shall be decisive. The legal relationship shall be governed 

by German law. 
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Material consumption is strongly dependent on the insulation materials used and the pipeline diame-

ters. In practice, consumption of about 1 to 1.5 kg/m² is typical for polystyrene insulation.  

 

Bucket, 12.5 kg 

 

 

When stored in its original, unopened packaging, PLASTELEN®-KW can be stored for at least 60 months after the 

manufacturing date. 

Store in a cool and dry place: ≤ +40°C (≤ +104°F) 
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